1.67pum Telecentric Lenses

VS-TCT Series

The VS-TCT series lineup consists of our highest resolution Telecentric lenses.

With 1.67 um resolution you can expect an excellent image from any sensor 2/3"

or lower. Both normal and coaxial lighting ready models are available.
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Features

® 2/3" sensor support
® 1.67um resolution

® 0.5x - 1.0x Magnification

®61.5-66mm WD
*Fno 4.5
e Telecentric design
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VS'TCTOS'GS/S Optical Mag. 0.5x *5%
2/3" 14.2 x 16.8 mm
FOV(VxH) 172" 9.6 x 12.8 mm
1/3" 72 x9.6 mm
65. 72 (WD) 96.0 17. 526, WD 65.7 mm *2
M2 Lock screw 4 O/l (Object & Imager Distance) 179.2 mm
Working F/# *Value at Iris open 4.5
M8 Set soraw NA 0.056
o — DOF at PCoC ¢0.04mm 1.4 mm
- L. ) TV Distortion (2/3") 0.00%
u;_ & E / Relative llluminance (Y=5.5) 97 %
% 3 T T T - @-T Wavelength Visible
Mount C-Mount
N Flange Back 17526 mm
Sensor Size (Max) 2/3"
|C-mount Co-Axial Prism —
Filter Thread M355 P=05
179.2(0/1) Weight (approx.) 205 g
Dimension ¢37.5(max.) x L=96 mm
VS'TCTOS'6SCO/S Optical Mag. 0.5x £5%
2/3" 14.2 x 16.8 mm
65. 72 (D) 96.0 17,526 FOV(VxH) 1/2" 9.6 x12.8 mm
1/3" 7.2 x9.6 mm
M2 Lock screw 4 WD 65.7 mm *2
308 Set screw o/l (iject & Imager Dis_tance) 179.2 mm
- Working F/# *Value at Iris open 4.5
o — NA 0.056
P Ls M DOF at PCoC ¢0.04mm 1.4 mm
w| & F A TV Distortion (2/3") 0.00%
% ﬁ N [r T 0T Relative llluminance (Y=5.5) 97 %
! Wavelength Visible
1 [ Mount C-Mount
Q5 Flange Back 17526 mm
(.,r "™, o C-mount Sensor Size (Max) 2/3"
S leslN8 Co-Axial Prism Built-in
. ¢H184 2H3 Set serew Filter Thread M355 P=05
- Weight (approx.) 205 g

179.2(0/1)

Dimension

¢37.5(max.) x L=96 mm




1.67um Telecentric Lenses

VS-TCT Series

Optical Mag. 0.8x +5%
8-65/S 2/3" 8.9 x 10.5 mm
FOV(VxH) 1/2" 6.0 x 8.0 mm
1/3" 4.5 x 6.0 mm
WD 65.1 mm *£2
65. 12 (WD) 96.0 17. 526, O/l (Object & Imager Distance) 178.6 mm
W2 Lock screw 4 Working F/# *Value at Iris open 4.5
NA 0.089
| 33 Set sorew DOF at PCoC $0.04mm 0.6 mm
TV Distortion (2/3") 0.00 %
- © m Relative llluminance (Y=5.5) 98 %
D F F Wavelength Visible
gl 3 — | ¢/ — Mount C-Mount
® Flange Back 17526 mm
L Sensor Size (Max) 2/3"
Co-Axial Prism —
C-mount Filter Thread M34 P=05
Weight (approx.) 200 g
178.6(0/1) Dimension $36.5(max.) x L =96 mm
Optical Mag. 0.8x +5%
T08-65CO. 2/3" 8.9 x 10.56 mm
FOV(VxH) 1/2" 6.0 x 8.0 mm
1/3" 4.5 x 6.0 mm
65. 122 (WD) 96.0 17.526 WD 65.1 mm £2
M2 Lok sorew 4 o/l (quect & Imager Dis'tance) 178.6 mm
Working F/# *Value at Iris open 4.5
| 3-M3 Set screw NA 0.089
DOF at PCoC ¢0.04mm 0.6 mm
| ] © . TV Distortion (2/3") 0.00 %
°j E / Relative llluminance (Y=5.5) 98 %
] é SR S | S = & J— Wavelength Visible
® Mount C-Mount
I U Flange Back 17526 mm
&7 _ - Sensor Size (Max) 2/3"
o - -mount Co-Axial Prism Built-in
] o8N} e Filter Thread M34 P=05
THE [\ 2-M3 Set screw Weight (approx.) 2009
47.4 b 14 Dimension $36.5(max.) x L =96 mm
178.6(0/1)
Optical Mag. 1.0x £5%
VS-TCT1-65/S 2/3" 71 x 8.4 mm
FOV(VxH) 172" 4.8 x 6.4 mm
1/3" 3.6 x4.8 mm
66.0=:2 (WD) 107.0 17.526 D) 66.0 mm +2
O/l (Object & Imager Distance) 190.5 mm
M2 Lock screw |4 Working F/# *Value at Iris open 4.5
3-M3 Set screw NAY 0am
DOF at PCoC ¢0.04mm 0.4 mm
= TV Distortion (2/3") 0.00 %
o) ; A N Relative llluminance (Y=5.5) 99 %
w| o B Wavelength Visible
i g 1 ’7{17’7 Mount C-Mount
Flange Back 17526 mm
Sensor Size (Max) 2/3"
\ Co-Axial Prism -
C-mount Filter Thread M34 P=05
Weight (approx.) 215¢g
190.5(0/1) Dimension $36.5(max.) x L =107 mm
Optical Mag. 1.0x £5%
VS-TCT1-65CO/S T T X84 mm
FOV(VxH) 1/2" 4.8 x 6.4 mm
1/3" 3.6 x4.8 mm
66. 02 (WD) 107.0 17.526, WD 66.0 mm *£2
W2 Look sorew 4 O/l (Object & Imager Distance) 190.5 mm
™ Working F/# *Value at Iris open 4.5
M NA 0.1
— DOF at PCoC ¢0.04mm 0.4 mm
~ ) 3 - TV Distortion (2/3") 0.00 %
om? E i Relative llluminance (Y=5.5) 99 %
= | A - ——ﬂ/— H - Wavelength Visible
® T Mount C-Mount
I | Flange Back 17.526 mm
&7 - Sensor Size (Max) 2/3"
. S Cmount Co-Axial Prism Built-in
B |98 g 022 - Filter Thread M34 P=05
H8 |\ 2-M3 Set screw Weight (approx.) 2159
48.7 d14 Dimension ®36.5(max.) x L =107 mm
190.5(0/1)
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